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Copper Press fi ttings can be pressed with Milwaukee, REMS, Rigid and Rothenberger tools and 
associated CTS jaws. Contact Cello Products Customer Service for specifi c jaw set capability.

Compliant with
ASME B16.51, Uniform Plumbing Code (UPC), International Plumbing Code (IPC)

Section 116875 of the California- Health & Safety Code

NSF/ANSI/CAN 61-2022 Drinking Water System Components Health Effects

NSF/ANSI/CAN 372-2022, Drinking Water System ComponentsLead Content

Building Materials Evaluation Commission (Ontario) Authorized – BMEC

Massachusetts Approval - Valves Accepted Code P-2023-209
Fittings Accepted Code P2024-302

Press Products Warranty
Subject to the conditions and limitation in this limited warranty, Cello Products warrants to 

wholesalers and licensed plumbing and mechanical contractors in the United States and Canada 
that its press product line, when properly installed, provided they are used as intended, will be 

free of failure from manufacturing defects for a period of fi fty (50) years for fi ttings and  
ten (10) years for valves from the date of installation.  The warranty covers only installations using 

copper tube conforming to ASTM B series method.  The warranty does not cover installations using 
Soft Copper Tubing, or other manufacturers faulty products installed in a common or shared installation. 

In the event of a leak or other failure of the parts covered by this warranty, it is the responsibility of 
the property owner to obtain and pay for repairs.  Only if the warranty applies will Cello be responsible 

for the remedy under this warranty.  The part or parts which you claim failed should be kept and 
Cello contacted by writing or by phone (1-800-265-7882) within thirty (30) days of the failure; 

identifying yourself as having a warranty claim.  You should be prepared to ship, at your expense, 
the product which you claim failed due to a manufacturing defect and document the date of 

the installation.  Within a reasonable time after receiving the product, Cello will investigate the reason 
for failure, which includes the right to inspect product(s) at Cello’s facility.  Cello Products will notify 
you in writing of the results of its review. The company will not be responsible for labour charges or 

other expenses created by the replacement of the defective product or damage from its use.

In the event Cello determines that the failure or leak was the result of a manufacturing defect 
in the part covered by this warranty, and that this warranty applies, the exclusive and only remedy 

under this warranty shall be the reimbursement for repair and/or replacement of the part.

THE ABOVE WARRANTY IS IN LIEU OF ALL OTHER WARRANTIES, EXPRESSED OR IMPLIED, INCLUDING BUT 
NOT LIMITED TO THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE.  

If a limited warranty shall be found to apply, such warranty is limited to for (4) years.  
Cello Products does not authorize any person or fi rm to create for it any other obligation or 

liability in connection with its products.

Cello fi ttings must be installed by a licensed Plumbing Contractor and installations must adhere to 
the recommended pressure rating of the Press Fitting System for testing and operation 

for Warranty eligibility.



Copper press utilizes a unique process which can eliminate the excess copper that normally accumulates 
in the pipe fi ttings. This allows water or gas to fl ow smoothly throughout the piping systems. By reducing 
the resistance within the system, this improves the performance of the overall system.

A more secure way for connection
Copper press fi ttings adopt a unique limit slot design. Compared to the traditional limit points, this design 
can effectively avoid product rupture and leakage when creating joints, so that customers can use the 
products more safely and securely.

Feature & Benefi ts
• Fully Certifi ed
• Reliable and simple to use
• Secure and permanent joint

Six simple steps to install. 
Small size: 1/2” to 2” for types K, L, and M hard copper tubing and soft tubing in 1/2” to 1-1/4”
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Why use copper press fi ttings?
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1  Cut the pipe to the length required

2  Remove any burrs left from cutting

3  Ensure O-rings are correctly in place

4  Mark the insertion depth

5  Ensure pipe is inserted fully to the stop

6  Press and fi nish

  Cut the pipe to the length required

  Ensure O-rings are correctly in place

Installation Instructions
Large size: 2-1/2” to 4” for types K, L, and M hard copper tubing in 2-1/2” to 4”

1  Check seal and grip ring for correct fi t. Do not use oils or lubricants.

2  Mark proper insertion depth as indicated by insertion depth chart below. Improper insertion depth  
 may result in improper seal. While turning slightly, slide press fi tting onto tubing to the marked depth. 
 Note: End of tubing must contact stop.

3  Open the XL ring of the press tool and place at right angles on the fi tting. The XL ring must be 
 engaged on the fi tting bead. Check insertion depth.

4  With the actuator inserted into the press tool, open the actuator and connect to the XL ring.

5  Place the actuator onto the XL ring and start the pressing process. Hold the trigger until the actuator  
 has engaged the ring. Keep extremities and foreign objects away from the ring and actuator during  
 the pressing operation to prevent injury or incomplete press.

• Practical design
• Leak indicator
• Flame-free installation

Insertion Depth Chart

NORMAL SIZE PIPE  1/2” 3/4” 1” 1-1/4” 1-1/2” 2” 2-1/2” 3” 4”

INSERTION DEPTH  3/4” 7/8” 7/8” 1” 1-7/16” 1-9/16” 1-6/8” 1-7/8” 2-1/8” 



	 Compressed Air 	 Less than 25mg/m3 oil content	 200 	 -

	 Oxygen-O2(nonmedical)	 Keep oil and fat free/non-liquid O2	 140 	 Up to 140

	 Nitrogen-N2 	 - 	 200 	 Up to 140

	 Argon 	 Welding use 	 200 	 Up to 140

	 Hydrogen-H2	  - 	 125 	 Up to 140

	 Vacuum 	 - 		  Up to 140
			 
	 Carbon Dioxide	 -CO2 Dry 	 200 	 Up to 140

	 Application 	 Comments 	 Pressure/PSI	 Temperature/ºF

	 Hot & cold potable water 	 -	 300 	 32 to 250

	 Rain water 	 -	 300 	 -20 to 250
	
	 Chilled water 	 Ethylene - glycol/propylene glycol	 300 	 -20 to 250

	 Hydronic heating 	 Ethylene - glycol/propylene glycol	 300 	 -20 to 250

	 Cooling water 		  200 	 -20 to 250

	 Low-pressure steam 	 -	 Up to 5 	 248

	 Tube Diameter  	 Pressing Minimum 	 Pressing Minimum
	 in Inches 	 Distance (inches) 	 Distance (mm)

	 1/2 - 11/4	 1/2	 13

	 11/2	 5/8	 16

	 2-4	 3/4	 20
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FLUIDS / WATER / POTABLE

Up to 50% ethylene glycol or 
propylene glycol solution

FUEL OIL AND LUBRICANT

	 Ethanol	 Pure grain alcohol	 200	 -

	
	

NON-MEDICAL GASES

Max 29.2 
inches of Mercury

Toll Free: 800-265-7882 | Website: CelloProducts.com

1	 Pressed Joint Near Another Pressed Fitting
	 To prevent leaks, minimum distances between 
	 pressed joints should be as per the table on 
	 the right.

	 Tube Diameter  	 Pressing Minimum 	 Pressing Minimum
	 in Inches 	 Distance (inches) 	 Distance (mm)

	 1/2	 1/4	 7
	
	 3/4	 1/4	 7

	 1	 7/16	 11

	 11/4	 7/16	 11

	 11/2	 5/8	 16

	 2	 3/4	 19

	 21/2	 1/4	 7

	 3	 1/4	 7

	 4	 1/4	 7

	

2	 Pressed Joint Near Soldered Or Brazed Joint
	 To insure proper sealing of both soldered and 
	 press connections, a minimum spacing between
 	 connections must be maintained. Also, make 
	 sure there are no residual solder or other debris 
	 on the tubing to be inserted into the fitting.

Minimum Distance Between Fittings
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Cello Products recommends the following leak testing procedures when installing Cello Products Press 
System. These test procedures allow the installer to find un-pressed connections while the system is 
being tested under pressure. The uniquely designed EPDM O-ring present on 1/2”- 2” fittings allows fluids 
or gases to flow past the seal and leak when the fitting has not yet been pressed. 2-1/2”- 4” fittings do 
not contain leak path indicator O-rings as the fittings inherently leak prior to pressing. When the fitting 
has been pressed the O-ring will create a water tight seal around the tube.

Air Leak Testing
1	 Pressurize system up to 15 psi maximum using dry, oil free compressed air, carbon dioxide, or nitrogen.

2	 Allow system pressure to stabilize for a minimum of 2 hours.

3	 If system pressure has dropped, add more air to bring the entire system up to 15 psi maximum. 
	 If system pressure increases above 15 psi, bleed off excess pressure to ensure system is at a maximum 	
	 pressure of 15 psi.

4	 If the system pressure continues to drop, inspect all joints for un-pressed fittings. The Cello Products 	
	 Press System press fittings are designed to leak in an unpressed condition.

5	 Check all press joints for air leaks using a commercially available leak test solution or a soap and 
	 water mixture. Do not use a soap that contains mineral spirits or a hydrocarbon/petroleum that 
	 might attack the EPDM O-rings.

6	 Following a successful test, the piping system may be pressure tested up to a maximum of 300 psi 	
	 (2068 kPa) with water or 200 psi (1378 kPa) with air, depending upon local code requirements.

Water Leak Testing
1	 Pressurize the system up to 50 psi maximum using potable water.

2	 Allow system pressure to stabilize for a minimum of 2 hours.

3	 If system pressure has dropped, add more water to bring the entire system up to 50 psi maximum. 
	 If system pressure increases above 50 psi, bleed off excess pressure to ensure system is at a maximum 	
	 pressure of 50 psi.

4	 If the system pressure continues to drop, inspect all joints for un-pressed fittings. The Cello Products 	
	 Press System press fittings are designed to leak in an unpressed condition.

5	 Check all press joints for leaking water.

6	 Following a successful test, the piping system may be pressure tested up to a maximum of 300 psi 	
	 (2068 kPa) with water or 200 psi(1378 kPa) with air, depending upon local code requirements.

	 Tube Diameter  	 Pressing Minimum 	 Pressing Minimum
	 in Inches 	 Distance (inches) 	 Distance (mm)

	 1/2	 11/2	 39
	
	 3/4	 21/4	 58

	 1	 3	 77

	 11/4	 33/4	 96

	 11/2	 41/2	 115

	 2	 6	 153

	 21/2	 71/2	 191

	 3	 9	 229

	 4	 12	 305

	

3	 Soldered Or Brazed Joint Near A Pressed Fitting
	 CAUTION: Brazing or soldering near to press joints
	 should be avoided as this may cause the seal to 		
	 degrade due to heat transfer. The table on the 
	 right states minimum distance away from the 
	 press joint which is acceptable to braze. If the 
	 distance cannot be maintained then adequate 		
	 precautions must taken such as fabricating the
 	 brazed section prior to assembly with the press 
	 fittings, wrapping in a wet rag or apply a hot 
	 block, to prevent heat transfer to the press fitting 
	 during brazing.
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Cello Products - Copper Press Fittings
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Press x Press 90º Elbow

 BP7-08 1/2 10 240 0.12
 BP7-12 3/4 10 100 0.2
 BP7-12-08 3/4 x 1/2 15 240 0.15
 BP7-16 1 5 60 0.29
 BP7-16-12 1 x 3/4 10 70 0.25
 BP7-20 11/4 2 36 0.4
 BP7-24 11/2 2 20 0.79
 BP7-32 2 2 12 1.21
 BP7-40 21/2 1 12 2.09
 BP7-48 3 1 9 2.1
 BP7-64 4 1 4 5.61

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press x Female IPS Drop Ear 90º Elbow

 BP735-08 1/2 10 80 0.29
 BP735-12 3/4 8 64 0.43

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press x Fitting 90º Elbow

 BP7-2-08 1/2 10 240 0.11
 BP7-2-12 3/4 10 100 0.19
 BP7-2-16 1 5 60 0.27
 BP7-2-20 11/4 2 36 0.41
 BP7-2-24 11/2 2 20 0.76
 BP7-2-32 2 2 12 1.16
 BP7-2-40 21/2 1 14 2.05
 BP7-2-48 3 1 9 3.03
 BP7-2-64 4 1 4 5.68

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press x Fitting 45º Elbow

 BP6-2-08 1/2 10 240 0.09
 BP6-2-12 3/4 10 120 0.15
 BP6-2-16 1 10 60 0.21
 BP6-2-20 11/4 4 40 0.3
 BP6-2-24 11/2 2 20 0.58
 BP6-2-32 2 2 12 0.84
 BP6-2-40 21/2 1 16 1.56
 BP6-2-48 3 1 12 2.32
 BP6-2-64 4 1 6 3.95

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)Press x Press 45º Elbow

 BP6-08 1/2 10 240 0.1
 BP6-12 3/4 10 120 0.16
 BP6-16 1 5 60 0.22
 BP6-20 11/4 4 40 0.31
 BP6-24 11/2 2 24 0.6
 BP6-32 2 2 12 0.87
 BP6-40 21/2 1 16 1.74
 BP6-48 3 1 12 2.27
 BP6-64 4 1 6 4.1

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)



 BPT-08-08-12 1/2 x 1/2 x 3/4 10 80 0.29
 BPT-08-08-16 1/2 x 1/2 x 1 10 60 0.32
 BPT-12-08-08 3/4 x 1/2 x 1/2 10 70 0.28
 BPT-12-08-12 3/4 x 1/2 x 3/4 10 30 0.33
 BPT-12-12-08 3/4 x 3/4 x 1/2 10 80 0.29
 BPT-12-12-16 3/4 x 3/4 x 1 5 80 0.4
 BPT-16-08-08* 1 x 1/2 x 1/2 10 60 0.44
 BPT-16-08-12 1 x 1/2 x 3/4 10 60 0.44
 BPT-16-08-16 1 x 1/2 x 1 10 40 0.48
 BPT-16-12-08 1 x 3/4 x 1/2 10 60 0.51
 BPT-16-12-12 1 x 3/4 x 3/4 10 60 0.43
 BPT-16-12-16 1 x 3/4 x 1 10 40 0.48
 BPT-16-16-08 1 x 1 x 1/2 10 60 0.41
 BPT-16-16-12 1 x 1 x 3/4 10 40 0.45
 BPT-16-16-20 1 x 1 x 11/4 4 28 1.02
 BPT-20-08-20 11/4 x 1/2 x 11/4 1 40 0.81
 BPT-20-12-08 11/4 x 3/4 x 1/2 4 50 0.65
 BPT-20-12-12 11/4 x 3/4 x 3/4  4 28 0.73
 BPT-20-12-16 11/4 x 3/4 x 1 4 28 0.78
 BPT-20-12-20 11/4 x 3/4 x 11/4 4 24 0.85
 BPT-20-16-08 11/4 x 1 x 1/2 1 45 0.65
 BPT-20-16-12 11/4  x 1 x 3/4 4 24 0.7
 BPT-20-16-16 11/4  x 1 x 1 4 24 0.75 
 BPT-20-16-20 11/4 x 1 x 11/4  4 24 0.8
 BPT-20-20-08 11/4 x 11/4 x 1/2 4 24 0.45
 BPT-20-20-12 11/4 x 11/4  x 3/4 4 40 0.5
 BPT-20-20-16 11/4 x 11/4 x 1 4 32 0.56
 BPT-24-08-24 11/2  x 1/2 x 11/2 2 16 1.75
 BPT-24-16-12 11/2 x 1 x 3/4 2 18 1.08
 BPT-24-16-16 11/2 x 1 x 1 2 18 1.15
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Press x Press x Press Tee - Reducing

Cello Products - Copper Press Fittings

Press x Press x Press Tee

 BPT-08 1/2 10 120 0.21
 BPT-12 3/4 10 60 0.35
 BPT-16 1 4 40 0.51
 BPT-20 11/4 2 24 0.66
 BPT-24 11/2 2 16 1.22
 BPT-32 2 1 8 1.72
 BPT-40 21/2 1 10 2.12
 BPT-48 3 1 6 3
 BPT-64 4 1 4 5.46

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

 BPT-24-16-24 11/2 x 1 x 11/2 2 16 1.46
 BPT-24-20-12 11/2 x 11/4 x 3/4 1 25 1.11
 BPT-24-20-16 11/2 x 11/4 X 1 2 16 1.17
 BPT-24-20-20 11/2  x 11/4  x 11/4 2 16 1.24
 BPT-24-24-08 11/2 x 11/2 x 1/2 4 24 0.75
 BPT-24-24-12 11/2 x 11/2 x 3/4 4 24 0.84
 BPT-24-24-16 11/2 x 11/2 x 1 4 24 0.92
 BPT-24-24-20 11/2  x 11/2  x 11/4 4 24 1.06
 BPT-32-08-32 2 x 1/2 x 2 1 10 2.26
 BPT-32-12-32 2 x 3/4 x 2 1 10 1.71
 BPT-32-16-16 2  x 1  x 1 1 12 1.83
 BPT-32-16-32 2 x 1 x 2 1 12 2.39
 BPT-32-20-20 2 x 11/4 x 11/4 1 12 1.72
 BPT-32-24-12 2  x 11/2  x 3/4 1 12 1.7
 BPT-32-24-16 2  x 11/2  x 1 1 12 1.73
 BPT-32-24-20 2 x 11/2 x 11/4 1 12 1.82
 BPT-32-24-24 2 X 11/2 X 11/2 1 12 1.96
 BPT-32-24-32 2 x 11/2 x 2 1 12 2.18
 BPT-32-32-08 2 x 2 x 1/2 1 12 0.98
 BPT-32-32-12 2  x 2  x 3/4 1 12 1.19
 BPT-32-32-16 2 x 2 x 1 1 12 1.28
 BPT-32-32-20 2 x 2 x 11/4 1 12 1.33 
 BPT-32-32-24 2 x 2 x 11/2 1 12 1.52 
 BPT-40-12-40 21/2 x 3/4 x 21/2 1 12 3.96
 BPT-40-16-40 21/2 x 1 x 21/2 1 12 3.97
 BPT-40-24-32 21/2 x 11/2 x 2 1 12 3.93
 BPT-40-24-40 21/2 x 11/2 x 21/2 1 12 4.13
 BPT-40-32-12 21/2 x 2 x 3/4 1 12 2.73
 BPT-40-32-16 21/2 x 2 x 1 1 12 2.86
 BPT-40-32-24 21/2 x 2 x 11/2 1 10 3.25
 BPT-40-32-32 21/2 x 2 x 2 1 10 1.764
 BPT-40-32-40 21/2 x 2 x 21/2 1 10 4.26
 BPT-40-40-08 21/2 x 21/2 x 1/2 1 18 1.52
 BPT-40-40-12 21/2 x 21/2 x 3/4  1 18 1.63
 BPT-40-40-16 21/2 x 21/2 x 1 1 16 1.7
 BPT-40-40-20 21/2 x 21/2 x 11/4  1 15 1.78
 BPT-40-40-24 21/2 x 21/2 x 11/2 1 12 1.92
 BPT-40-40-32 21/2 x 21/2 x 2  1 10 2.12
 BPT-48-12-48 3 x 3/4 x 3   1 9 5.6
 BPT-48-16-48 3 x 1 x 3   1 9 5.6
 BPT-48-32-32 3 x 2 x 2 1 9 4.11
 BPT-48-32-48 3 x 2 x 3 1 9 5.94
 BPT-48-40-32 3 x 21/2 x 2 1 9 4.98
 BPT-48-40-40 3 x 21/2 x 21/2 1 9 5.68 
 BPT-48-48-08 3 x 3 x 1/2 1 12 1.49
 BPT-48-48-12 3 x 3 x 3/4 1 12 2.14
 BPT-48-48-16 3 x 3 x 1 1 12 2.23
 BPT-48-48-20 3 x 3 x 11/4 1 10 2.32
 BPT-48-48-24 3 x 3 x 11/2 1 10 2.54
 BPT-48-48-32 3 x 3 x 2 1 10 2.74
 BPT-48-48-40 3 x 3 x 21/2 1 7 2.68
 BPT-64-48-48 4 x 3 x 3 1 8 9.51
 BPT-64-64-08 4 x 4 x 1/2 1 8 3.37
 BPT-64-64-12 4 x 4 x 3/4 1 8 3.4
 BPT-64-64-16 4 x 4 x 1 1 8 3.59
 BPT-64-64-20 4 x 4 x 11/4 1 5 3.82
 BPT-64-64-24 4 x 4 x 11/2 1 6 3.99
 BPT-64-64-32 4 x 4 x 2 1 6 4.24
 BPT-64-64-40 4 x 4 x 21/2 1 4 4.73
 BPT-64-64-48 4 x 4 x 3 1 4 5.14

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

* AVAILABLE 09/2026
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Cello Products - Copper Press Fittings
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Press x Press Cross Over Coupling

 BP36-08 1/2 10 100 0.24
 BP36-12 3/4 10 50 0.41

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press x Press Slip Coupling

 BP0-SLIP-08 1/2   10 100 0.12
 BP0-SLIP-12 3/4  10 100 0.19
 BP0-SLIP-16 1  10 100 0.28
 BP0-SLIP-20 11/4 5 50 0.39
 BP0-SLIP-24  11/2 5 50 0.66
 BP0-SLIP-32 2 5 30 0.94

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press x Female Tee

 BP12-08 1/2 8 64 0.25
 BP12-12 3/4 x 3/4 x 3/4 7 56 0.35
 BP12-12-12-08 3/4 x 3/4 x 1/2 7 56 0.3
 BP12-16 1 x 1 x 1 7 56 0.728
 BP12-16-16-08 1 x 1 x 1/2 5 70 0.42
 BP12-16-16-12 1 x 1 x 3/4 5 40 0.49
 BP12-20 11/4 x 11/4  x 11/4 4 16 0.51
 BP12-20-20-08 11/4 x 11/4 x 1/2 1 50 0.53
 BP12-20-20-12 11/4 x 11/4 x 3/4 1 50 0.6
 BP12-24-24-08 11/2 x 11/2 x 1/2 1 32 0.81
 BP12-24-24-12 11/2 x 11/2 x 3/4 1 20 0.9
 BP12-32-32-08 2 x 2 x 1/2 1 12 1.15
 BP12-32-32-12 2 x 2 x 3/4 1 12 1.3

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press x Pex (Crimp) Tee

 BPPXT-12-12-08 3/4 x 3/4 x 1/2 Pex  10 80 0.26
 BPPXT-16-16-08 1 x 1/2 Pex 7 56 0.33
 BPPXT-16-16-12 1 x 1 x 3/4 Pex 7 56 0.47

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press x Press - Coupling

 BP0-08 1/2   10 300 0.08
 BP0-12 3/4  10 160 0.13
 BP0-16 1  10 120 0.16
 BP0-20 1 1/4  4 64 0.22
 BP0-24 1 1/2  2 40 0.46
 BP0-32 2  2 20 0.61
 BP0-40 2 1/2  1 32 1.08
 BP0-48 3  1 18 1.45
 BP0-64 4  1 12 2.42

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

 BP0-NSTOP-08 1/2 10 300 0.08
 BP0-NSTOP-12 3/4 10 160 0.13
 BP0-NSTOP-16 1 10 120 0.16
 BP0-NSTOP-20 11/4 4 64 0.22
 BP0-NSTOP-24 11/2 2 40 0.46
 BP0-NSTOP-32 2  2 20 0.61
 BP0-NSTOP-40 21/2 1 32 1.08
 BP0-NSTOP-48 3 1 18 1.45
 BP0-NSTOP-64 4 1 12 2.42

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press x Press No Stop - Coupling
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Cello Products - Copper Press Fittings

Fitting x Press  - Reducer

 BP02-12-08 3/4 x 1/2 10 240 0.11
 BP02-16-08 1 x 1/2 10 160 0.13
 BP02-16-12 1 x 3/4 10 160 0.15
 BP02-20-08 11/4 x 1/2 5 180 0.17
 BP02-20-12 11/4 x 3/4 4 104 0.2
 BP02-20-16 11/4 x 1 4 104 0.19
 BP02-24-08 11/2 x 1/2 4 56 0.27
 BP02-24-12 11/2 x 3/4 4 56 0.28
 BP02-24-16 11/2 x 1 4 56 0.3
 BP02-24-20 11/2 x 11/4 4 56 0.29
 BP02-32-08 2 x 1/2 2 48 0.45
 BP02-32-12 2 x 3/4 2 44 0.46
 BP02-32-16 2 x 1 2 40 0.46
 BP02-32-20 2 x 11/4 2 40 0.46
 BP02-32-24 2 x 11/2 2 32 0.54
 BP02-40-16 21/2 x 1 1 38 0.75
 BP02-40-20 21/2 x 11/4 1 38 0.74
 BP02-40-24 21/2 x 11/2 1 35 0.88
 BP02-40-32 21/2 x 2 1 35 0.9
 BP02-48-20 3 x 11/4 1 25 1.01
 BP02-48-24 3 x 11/2  1 20 1.21
 BP02-48-32 3 x 2 1 20 1.21
 BP02-48-40 3 x 21/2 1 16 1.38
 BP02-64-32 4 x 2 1 10 2.33
 BP02-64-40 4 x 21/2 1 10 2.44
 BP02-64-48 4 x 3 1 10 2.51

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press x Pex (Crimp) Elbow Adapter

 Part ID Size (inches) Inner Qty Carton Qty Weight (lbs)

Press x Pex (F1960) Elbow Adapter

 BPPXX7-08 1/2 10 200  0.0904
 BPPXX7-08-12 1/2 x 3/4 10 100  0.1224
 BPPXX7-12 3/4 10 100  0.1499
 BPPXX7-12-08 3/4 x 1/2 10 100 0.1168
 BPPXX7-16 1 5 60 0.2293

 Part ID Size (inches) Inner Qty Carton Qty Weight (lbs)

Press x Press Coupling - Reducing

 BP0-12-08 3/4 x 1/2 10 240 0.12
 BP0-16-08 1 x 1/2 10 120 0.16
 BP0-16-12 1 x 3/4 10 120 0.18
 BP0-20-08 11/4 x 1/2 4 72 0.43
 BP0-20-12 11/4 x 3/4 4 72 0.24
 BP0-20-16 11/4 x 1 4 72 0.23
 BP0-24-08 11/2 x 1/2 4 40 1.08
 BP0-24-12 11/2 x 3/4 4 40 0.39
 BP0-24-16 11/2 x 1 4 40 0.38
 BP0-24-20 11/2 x 11/4 4 40 0.39
 BP0-32-08 2 x 1/2 1 45 0.3
 BP0-32-12 2 x 3/4 2 32 0.54
 BP0-32-16 2 x 1 2 32 0.46
 BP0-32-20 2 x 11/4 2 32 0.54
 BP0-32-24 2 x 11/2 1 32 0.64
 BP0-40-16 21/2 x 1 1 10 0.83
 BP0-40-20 21/2 x 11/4 1 10 0.85
 BP0-40-24 21/2 x 11/2 1 10 0.99
 BP0-40-32 21/2 x 2 1 30 1.05
 BP0-48-24 3 x 11/2 1 24 1.25
 BP0-48-32 3 x 2 1 24 1.29
 BP0-48-40 3 x 21/2 1 24 1.51
 BP0-64-32 4 x 2 1 10 2.09
 BP0-64-40 4 x 21/2 1 10 2.33
 BP0-64-48 4 x 3 1 10 2.48

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

 BPPX7-08 1/2 10 200  0.1257
 BPPX7-08-12 1/2 x 3/4 10 100  0.1984
 BPPX7-12 3/4 10 100 0.2293
 BPPX7-12-08 3/4 x 1/2 10 100  0.1543
 BPPX7-16 1 5 60  0.3946
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Cello Products - Copper Press Fittings
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Press Fitting x Female Adapter 

 BP3-2-08 1/2 25 250 0.09
 BP3-2-08-12 1/2 x 3/4 5 100 0.17
 BP3-2-12 3/4 25 250 0.15
 BP3-2-12-08 3/4 x 1/2 25 250 0.17
 BP3-2-16 1 20 200 0.23
 BP3-2-16-12 1 x 3/4 10 100 0.17
 BP3-2-20 11/4 10 100 0.32
 BP3-2-24 11/2 5 100 0.49
 BP3-2-32 2 5 50 0.75

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)
Press x Female Adapter - Reducing

 BP3-08-12 1/2 X 3/4 15 120 0.15
 BP3-12-08 3/4 X 1/2  25 200 0.17
 BP3-16-08 1 X 1/2 10 200 0.29
 BP3-16-12 1 X 3/4 15 120 0.22
 BP3-16-20 1 X 11/4 8 64 0.46
 BP3-20-16 11/4 X 1 8 64 0.29
 BP3-20-24 11/4 X 11/2 6 48 0.62
 BP3-24-20 11/2 X 11/4 6 48 0.46

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

 BP3NL-08 1/2 10 200 0.13
 BP3NL-12 3/4 10 200 0.17
 BP3NL-16 1 10 150 0.29
 BP3NL-20 11/4 5 50 0.41
 BP3NL-24 11/2 5 50 0.60
 BP3NL-32 2 1 25 0.87

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press x Female Adapter - NL BrassPress x Female Adapter 

 BP3-08 1/2 25 200 0.1
 BP3-12 3/4 15 120 0.17
 BP3-16  1 12 96 0.25
 BP3-20 11/4 8 64 0.34
 BP3-24  11/2 6 48 0.53
 BP3-32 2 3 24 0.78
 BP3-40 21/2 1 36 1.25
 BP3-48 3  1 24 1.85
 BP3-64* 4 1 24 3.97

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press x Pex (Crimp) Adapter

 BPPX0-08 1/2  40 320 0.07
 BPPX0-08-12 1/2 x 3/4 15 120 0.06
 BPPX0-12 3/4 15 120 0.11
 BPPX0-12-08 3/4 x 1/2 15 120 0.09
 BPPX0-12-16 3/4 x 1  15 120 0.14
 BPPX0-16 1 12 96 0.16

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press x Pex (F1960) Adapter

 BPPXX0-08 1/2 40 320 0.07
 BPPXX0-08-12 1/2 x 3/4 15 120 0.12
 BPPXX0-12 3/4  15 120 0.11
 BPPXX0-12-08 3/4 x 1/2 15 120 0.10
 BPPXX0-12-16 3/4 x 1 15 120 0.20 
 BPPXX0-16 1  12 96 0.16

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

* AVAILABLE 09/2026



 BP4-2-08 1/2 5 250 0.1
 BP4-2-08-12 1/2 x 3/4 5 200 0.18
 BP4-2-12 3/4 5 160 0.17
 BP4-2-12-08 3/4 x 1/2  5 180 0.16 
 BP4-2-16 1 5 200 0.27
 BP4-2-16-12 1 x 3/4 5 200 0.20 
 BP4-2-20 11/4 5 80 0.4
 BP4-2-24 11/2 5 75 0.59
 BP4-2-32 2 5 25 0.88
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Press x Female IPS 90º Elbow

 BP73-08 1/2 20 160 0.32
 BP73-12 3/4 10 80 0.55
 BP73-16 1 7 56 0.92
 BP73-20 11/4   4 32 1.41
 BP73-24 11/2 2 16 2.15
 BP73-32 2   2 16 3.07

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press Fitting x Male Adapter

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press x Male Adapter - NL Brass

 BP4NL-08 1/2 10 200 0.15
 BP4NL-12 3/4 10 200 0.24
 BP4NL-16 1 10 100 0.36
 BP4NL-20 11/4 5 50 0.46
 BP4NL-24 11/2 5 50 0.75
 BP4NL-32 2 1 25 1.17

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press x Male Adapter - Reducing

 BP4-08-12  1/2 X 3/4   18 144 0.19
 BP4-12-08 3/4 X 1/2 15 120 0.17
 BP4-12-16 3/4 X 1 15 120 0.3
 BP4-16-12  1 X 3/4 15 120 0.24
 BP4-16-20  1 X 11/4 9 72 0.45
 BP4-20-16  11/4 X 1 8 64 0.34
 BP4-20-24 11/4 X 11/2 4 32 0.59
 BP4-24-20 11/2 X 11/4 5 40 0.59
 BP4-24-32 11/2 X 2 3 24 1
 BP4-32-24 2 X 11/2 3 24 0.92

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press x Male Adapter

 BP4-08 1/2 25 200 0.11
 BP4-12 3/4 15 120 0.19
 BP4-16 1 15 120 0.28
 BP4-20 11/4 8 64 0.37
 BP4-24 11/2 4 32 0.63
 BP4-32 2 3 24 0.89
 BP4-40 21/2 1 28 1.62
 BP4-48 3 1 18 2.23
 BP4-64 4 1 12 3.82

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press x Male IPS 90º Elbow

 BP74-08 1/2 10 80 0.27
 BP74-12 3/4 12 96 0.54
 BP74-16 1 9 72 0.6
 BP74-20 11/4   4 32 1.16
 BP74-24 11/2   2 16 1.8
 BP74-32 2 2 16 2.67

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)
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 BPVBAL-08 1/2 10 100 0.53
 BPVBAL-12 3/4 10 40 0.87
 BPVBAL-16 1 6 36 1.29
 BPVBAL-20 11/4 4 24 1.78
 BPVBAL-24 11/2 4 16 2.47
 BPVBAL-32 2 2 8 4.19
 BPVBAL-40 21/2   1 4 8.18
 BPVBAL-48 3 1 3 11.62
 BPVBAL-64 4 1 3 19.39

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press Ball Valve

Press Ball Valve with Drain

 BPVBALWD-08 1/2 10 100 0.53 
 BPVBALWD-12 3/4  10 40 0.87
 BPVBALWD-16 1  6 36 1.29

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press x Male Union

 BP33-4-08 1/2 12 96 0.31
 BP33-4-12 3/4 10 80 0.5
 BP33-4-16 1 5 40 0.89
 BP33-4-20 11/4 4 32 1.13
 BP33-4-24 11/2 3 24 1.6
 BP33-4-32 2 3 15 2.78

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press Cap

 BP17-08 1/2 10 600 0.05
 BP17-12 3/4 10 300 0.08
 BP17-16 1 10 240 0.1
 BP17-20 11/4 10 120 0.15
 BP17-24 11/2 5 60 0.28
 BP17-32 2 5 40 0.41
 BP17-40 21/2   1 40 0.68
 BP17-48 3 1 36 0.97
 BP17-64 4 1 24 1.67

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Toll Free: 800-265-7882 | Website: CelloProducts.com

Press x Press Union

 BP33-08 1/2 12 96 0.33
 BP33-12 3/4 10 80 0.49
 BP33-16 1 5 40 0.86
 BP33-20 11/4 4 32 1.07
 BP33-24 11/2 3 24 1.76
 BP33-32 2  3 15 2.89

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press x Female Union

 BP33-3-08 1/2 12 96 0.29
 BP33-3-12 3/4  10 80 0.41
 BP33-3-16 1 5 40 0.8
 BP33-3-20 11/4  4 32 0.97
 BP33-3-24 11/2 3 24 1.67
 BP33-3-32 2 3 15 2.85

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)
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Press Companion Flange

 BP41-24 11/2 PRESS x 150 PSI 1 10 4.369
 BP41-32 2 x 150 PSI  1 10 6.01
 BP41-40 21/2 x  150 PSI 1 5 6.762
 BP41-48 3 x  150 PSI  1 6 8.309
 BP41-64 4 x  150 PSI  1 6 11.835

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press x Dielectric Union - Female

 UNNL-BPF-08 1/2 PRESS x FPT 10 80 0.363
 UNNL-BPF-12 3/4 PRESS x FPT 10 60 0.551
 UNNL-BPF-16 1 PRESS x FPT 5 40 0.837
 UNNL-BPF-20 11/4 x  PRESS FPT 5 30 1.036
 UNNL-BPF-24 11/2 x  PRESS FPT  4 16 1.829
 UNNL-BPF-32 2 x  PRESS FPT 1 12 2.601

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press x Dielectric Union - Male

 UNNL-BPM-08 1/2 PRESS x MPT 10 60 0.418
 UNNL-BPM-12 3/4 PRESS x MPT 10 40 0.606
 UNNL-BPM-16 1 PRESS x MPT 5 30 0.936

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press Supply Stop

 BPVASCP-0806 1/2 Press x 3/8 Comp Ang.  10 200 0.271
  1/4 Turn CP
 BPVSSCP-0806 1/2 Press x 3/8 Comp Str.  10 200 0.271
  1/4 Turn CP

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)

Press Check Valves

 BPCV-08 1/2 10 80 0.517
 BPCV-12 3/4 12 60 0.775
 BPCV-16 1 9 36 1.167
 BPCV-20 11/4   4 20 1.749
 BPCV-24 11/2   2 16 2.5
 BPCV-32 2 2 12 3.887

 Part ID Size (inches)  Inner Qty Carton Qty Weight (lbs)
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COPPER FITTINGS & FLANGES

•  Pressure 1/8” thru 8”
•  DWV - 11/4 thru 4”
•  Wrot, no lead cast,
 and bar stock

COPPER 
PRESS STYLE FITTINGS

•  Available 1/2” thru 4”
• O ring with leak path indicator
•  Fittings are no lead

NO LEAD PEX & F1960 
COLD EXPANSION NO LEAD
PEX FITTINGS

•  Available in 1/2” thru 1” 
•  Various confi gurations
 including drop ear 
 and male and 
 female adapters

PUSH FIT STYLES & VALVES

•  Available in 1/2” thru 2” 
•  No lead brass*

CHECK VALVES IPS, CxC & PRESS

•  Pressure 1/2” thru 2”
•  Cast brass body & disc
•  No lead
•  180º F working temperature
• Now available in Press x Press

NO LEAD THREADED BRASS 
FITTINGS & NIPPLES

•  Pressure 1/8” thru 3”
•  NSF compliant
•  Meets all ANSI standards

PLASTIC PEX & F1960 COLD 
EXPANSION PEX FITTINGS

•  Available in 1/2” thru 1” 
•  Various confi gurations
 including male and 
 female adapters

LEAD FREE DIELELCTRIC UNIONS

•  Available in 1/2” thru 3” 
• F x C Copper Flange 21/2”

 thru 3”
•  CxF 1/2” - 3”
• FX FIPS - 1/2” - 2”
• PressXF - 1/2” - 2”
• PressXM 1/2” -1”
• CXM - 3/4”

COPPER FITTINGS & FLANGES

• O ring with leak path indicator

COLD EXPANSION NO LEAD

CARBON STEEL PRESS FITTINGS
FOR WATER & GAS

•  Available in 1/2” thru 2”
•  O ring with leak path indicator
• Shrink wrapped hubs
•  Stainless steel grip rings
• Model CSGP for gas and fuel
• Model CSWP for mechanical and 
 fi re protection systems



BALL VALVES IPS & CxC

•  Full port
•  No lead brass
• CxC available in 1/2” thru 4”
• IPS available in 1/4” thru 4
 (4” standard port)
• IPS are CSA approved
•  Conform to MSS-SP-110
•  Available 1/2” thru 1” with drain

BALL VALVES WITH DRAIN IPS & CxC

•  Pressure 1/2” thru 1”
•  No Lead brass
• Full port

NO LEAD PEX & F1960 
COLD EXPANSION NO LEAD
BALL VALVES

•  Available in 1/2” thru 1” 
•  CUPC & NSF 14/61 approved
• Full port
• Blow out proof stem
•  No lead

CAP & CHAIN NO LEAD 
BALL VALVES

•  Available in 1/2” thru 3/4” 
• Chrome plated brass chain
• 600 WOG

PRESS BALL VALVES

•  Available in 1/2” thru 4” 
• Full port - lead free
• UPC & NSF- 61 compliant
• AB195 & NS - 372 compliant
• IAPMO listed - #6242
• Available in Press with drain
 1/2” thru 1”

PXNBAL SPECIAL NO LEAD PEX
SPECILTY VALVES

•  Pex (crimp) x sweat 
 1/2” thru 1”
• Pex (crimp) with drain

SUPPLY STOPS 1/4 TURN

• Available in Press, Push, PEX, F1960 & IPS
•  Compression
• Available straight or angle pattern
• Chrome plated body and handle

GAS BALL VALVE

•  Available in 1/2” thru 1” IPS
•  UL listed & CSA approved
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